PRUMYSLOVA | INDUSTRIAL | INDUSTRIELLE BELEUCHTUNG
PRISAZENA | SURFACE MOUNTED | ANBAULEUCHTEN
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ZEUS LED PN31300049 o o LED 16W IP66 1760Im
PN32300004 @ O O LED 16W IP66 1760Im
CZ | Prisazené stropni nebo nasténné kruhové svitidlo s plastovou zakladnou a polykarbonatovym PN32300005 f,. O O SWITCH LED 16W P66  1760Ilm
krytem. Je vhodné pro osvétleni vefejnych prostor, chodeb, socialnich zafizeni apod. Vyssi kryti
IP umoznuje vyuziti i v prostfedf se zvy3enou pradnosti a vlhkosti. Polykarbonatovy kryt odolava PN32300006 fr. O O EM 5h LED 16W P66 1760Ilm
i umysinému poskozeni. Nékteré verze jsou vybaveny i pohybovym RADAR senzorem. Pfi nastaveni
¢asu STBY nedojde po vyprieni nastaveného ¢asu TIME k Uplnému vypnuti svitidla, ale pouze ke @ RADAR senzor | RADAR sensor
snizeni hodnoty osvétleni na 25%.
EN | Wall or ceiling mounted luminaire with round plastic base and polycarbonate cover is suitable
forillumination of public spaces, corridors, restrooms, etc. With its higher IP rating it can be placed 360 60
in areas with excessive moisture and dust. The polycarbonate cover resist even a direct impact. i am e 1. =
Versions equipped with the microwave sensor are also available. By setting the STBY time, the LA 7 T
TIME function will not turn off the luminaire completely, but only reduce the illumination to 25%. o \, /\
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PRODLOUZENA ZARUKA PODMINENA RECISTRACI NA zaruka.panlux.cz
EXTENDED GUARANTEE AFTER REGISTRATION AT zaruka.panlux.cz



